CITY OF ARANSAS PASS
STANDARDS MANUAL DETAILS






NOTES:

1. PRE CAST TOP MAY BE PLACED
ON BED OF MORTAR OR LEFT
DRY FOR FUTURE REMOVAL.

. ALL REINFORCING TO BE #4
ON 12" CENTERS EACH WAY

. 6 CEMENT SACKS 4000 P.S.I.
MINIMUM APPROX. WEIGHT 1300#
PER VERTICAL FOOT. TYPE "A”"
TOP APPROX. 1500#.

. FOUR LIFT HOLES IN BOX WALL
FOR HANDLING.

. INLET SHALL BE PLACED ON 6—INCH
SAND BEDDING.
SUBGRADE SHALL BE COMPACTED TO
95% DENSITY
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TOP_VIEW PRECAST LID

CROSS SECTION

PRECAST TYPE "A” INLET DETAIL

NOT TO SCALE

CITY OF ARANSAS PASS Standards Manual

Precast Type ”A” Inlet Detail
600 w. Cleveland Bivd.

Aransas Pass, TX 78336 Standard Detail: DR-01
Office: (361) 758-5301 Fax: (361) 758-4854 Date Modified: 7/21/15




G.I. MANHOLE RING & COVE
USE ALAMO 860-
DEPRESS 2" BELOW

22 OR EQUAL
(20 3/8" — 150#)
NORMAL GUTTER /

NOTES:
6
1
ASPHALT PVM

1. INLET SHALL BE PLACED ON 6-INCH
SAND BEDDING.

2. SUBGRADE SHALL BE COMPACTED TO
95% DENSITY

5" CLEAR
OPENING

STORM DRAIN :‘IF‘:I I

ALL STEEL TO BE NO. 4 BARS 12" SPACING 6" —T
IN BOTH DIRECTICNS

SECTION

1 1/2
CONFORMS TO TOF
ﬁ OF CURB

12" 6" 12

6"

ALL STEEL TO BE NO. 4 BARS ON 12
SPACING IN BOTH DIRECTIONS.

INLET EXTENSION

USED WHEN EXTENSION
BOX CALLED FOR

4" RAD. —

NOTE: NOT TO SCALE

STORM DRA

" SLOPE BOTTOM OF INLET EXTENSION 1/2" / 1'-0" TOWARD
INLET EXTENSION TO INLET TO BE MADE IN INCREMENTS OF
3'-0" OR 6'-0" ONLY.
No. 4 VERTICAL REINF. HOOK 15" PLAN
OR 6" AS REQUIRED —

TRANSITION NORMAL GUTTER TO
INLET SLOPE APPROXIMATELY 3'-Q"

CITY OF ARANSAS PASS

600 w. Cleveland Bivd.

Aransas Pass, TX 78336
Office: (361) 758-5301

Standards Manual
Cast-In-Place Type "A” Inlet

Standard Detail:
Date Modified:

DR-02
7/21/15

Fax: (361) 758-4854




L2=H1- & ¥
L3=HZ= & 7"

b, ) R SN R ST AT 7 TN ST SR AT
R R i CIR e B R e

™ CONTRACTOR IS TO
LEAVE

OPEN
UNTIL THE FINAL LIFT

TH
EPOXY & MORTAR. PROWVIDE
A4 X 2HK
STEEL SPACER &l.ATE
TC BE WELDED TO
THE BOTTOM FRONT
OF ONE OF THE FRAMES.

TYPE "F” INLET W/GRATES

CITY OF ARANSAS PASS

ﬁrmm

600 w. Cleveland Blvd.
Aransas Pass, TX 78336

Office: (361) 758-5301

Fax: (361) 758-4854

Standards Manual
Type “F” Inlet

Standard Detail:

DR-03

Date Modified:

7/21/15




DIRECTION OF TRAFFIC

-BARS E

"
| 2,,_] N_BARS A

TOP VIEW

FRAME DETAIL

3-8
BARD C
REINFORCING STEEL DETAILS

MOTE: 1. ALL STEEL TO BE No. 4 BARS

[—BARS A OM 12" SPACING IN BOTH
DIRECTIONS EXCEPT IN TOP

e SLAB OR MANHOLE.

e . ALL GRATE INLET COVERS SHALL BE
PEDESTRIAN SAFE COVERS. OPENINGS
| FL INLET AS SHALL BE NO GREATER THAN 3/8" WIDE.

SHOWN ON PLANS

b} — — — 3. INLET SHALL BE PLACED ON B—INCH
SAND BEDDING.

SUBGRADE SHALL BE COMPACTED TO

_BARS A 95% DENSITY

SIDE VIEW

TYPE "C” GRATE INLET

NOT TO SCALE

NOTE:
WHERE CALLED FOR, INLET GRATE SHALL HAVE
EXPANDED METAL, FOR BICYCLE SAFETY.

WVARIABLE

CITY OF ARANSAS PASS e
600 w. Cleveland Blvd.

Aransas Pass, TX 78336 Standard Detail: DR-04
Office: (361) 758-5301 Fax: (361) 758-4854 Date Modified: 7/21/15




~—{ DITCH OR INLET

—NO. 4 BARS @
" 0.C. EACH WAY

TOP _VIEW OF INLET

NOTE:
WHERE CALLED FOR, INLET GRATE SHALL HAVE
EXPANDED METAL, FOR BICYCLE SAFETY.

ALL WELDS 1/4"X3"

B ——

Wi ¥

OPTION: (SEE SPECIFICIATIONS)
WELD TO TOP OF GRATE
1 5/8 X 3 7/16 X 10 GAUGE
CARBON STEEL REGULAR MESH
EXPANDED METAL
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___}___i____',___
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l 3-3 |

6! TOP _VIEW OF GRATE

SECTION "A—A" oo

SPA.=30

T NOTE;
I3" INLET SHALL BE PLACED ON B-INCH
-_— SAND BEDDING,

SUBGRADE SHALL BE COMPACTED TO

SECT|ON ”B—B” 95% DENSITY

by, Standards Manual
& CITY OF ARANSAS PASS Type "C.C” Inlet
600 w. Cleveland Blvd.

Aransas Pass, TX 78336 Standard Detail: DR-05
Office: (361) 758-5301 Fax: (361) 758-4854 Date Modified: 7/21/15

NOTE: NOT TO SCALE




MANHOLE COVER TO HAVE CITY OF ARANSAS PASS LOGO
SEE DR-14 FOR DETAILS

MANHOLE RING & COVER TO BE "WESTERN IRON
WORKS” OLD STYLE SAN ANTONIO 9 OR EQUAL.
MANHOLE RING & COVER SHALL BE MACHINED
TO INSURE PROPER FIT

1

i

=
ECCENTRIC OR

CONCENTRIC CONE
SECTION

SECTION™ "
——— ALL JOINTS SHALL HAVE "O"
RING COMPRESSION JOINT

I CEMENT GROUT

,——NO. 5 REBAR, 12" O.C.
BOTH WAYS

NOTE:

1. MANHOLE SHALL BE PLACED ON 6-=INCH
SAND BEDDING.

2. SUBGRADE SHALL BE COMPACTED TO
95% DENSITY .

3. 6 DIAMETER BY 12" CONCRETE COLLAR
REQUIRED WHEN INSIDE PAVEMENT

STANDARD STORM SEWER
PRE-CAST CONCRETE MANHOLE

Standards Manual

C ITY O F ARA N SAS PASS Pre-Cast Storm Manhole

600 w. Cleveland Bivd.

Aransas Pass, TX 78336 Standard Detail: DR-06
Office: (361) 758-5301  Fax: (361) 758-4854 Date Modified: 7/21/15




FINISH GRADE
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MANHOLE COVER TO HAVE CITY OF ARANSAS
PASS LOGO
SEE DR-13 FOR DETAILS

MANHOLE RING & COVER TO BE "WESTERN IRON
WORKS” OLD STYLE SAN ANTONIO 9 OR EQUAL.
MANHOLE RING & COVER SHALL BE MACHINED
TO INSURE PROPER FIT

FACTORY BONDED JOINT

SAND OR STABILIZED SOIL

MODERATE COMPACTION AND
PLACE IN 1 FOOT LIFTS
BEGINNING AT THE MANHOLE
WORKING OUTWARD TO THE
EXCAVATION WALLS.

CUT OUT MANHOLE TO SET OVER
PIPE(MAX. 0.D. +1")

CONC. BASE

GRADE 12". ALWAYS CONSULT W/ ENGINEER.

GENERAL NOTES

. BEFORE ATTEMPTING TO INSTALL ANY MANHOLE
BE SURE EXCAVATION HAS BEEN SHORED
OR SLOPED PROPERLY.

2. CONCRETE BASE TO BE POURED IN PLACE IN
TRENCH.

. MANHOLE CUT—-0QUT TO BE MADE AT TIME OF
INSTALLATION.

. MANHOLE TO BE INSTALLED BY INSERTING INTO
WET CONCRETE BASE.

. FUTURE CONMNECTIONS. |F A SEALANT BETWEEN
PIPE & MANHOLE IS NEEDED USE STAUFFER
CHEMICAL SWS940RTV SILICONE SEALANT OR EQUAL.

. USE 4'—0" INSIDE DIAMETER (ID) PRECAST SECTION
g?ﬁiLEEERWERS WHOSE NOMINAL SIZE IS 24" OR

. USE 5'-0" ID SECTION FOR SEWER SIZES 30"-36"
. USE 6'-0" ID SECTIONS FOR SEWERS
LARGER THEN 30"

MANHOLE SHALL BE PLACED ON 6—INCH
SAND BEDDING.

10. SUBGRADE SHALL BE COMPACTED TO
95% DENSITY

6" DIAMETER BY 12" CONCRETE COLLAR
REQUIRED WHEN INSIDE PAVEMENT

A

9.

11.

12" MIN 12" MIN

e

A —-—

&

A

MANHOLE DIA. +20" MIN,

N

RUBBER "0" RING GASKETS FOR
WATER STOP ON PVC PIPE

SECTION "A—A"

CAST-IN-PLACE 4’ DIA. CONCRETE STROM SEWER MANHOLE

NOT TO SCALE

CITY OF ARANSAS PASS

600 w. Cleveland Blvd.
Aransas Pass, TX 78336

Office: (361) 758-5301

Standards Manual
Cast-In-Place Storm Sewer Manhole

Standard Detail:

DR-07

Fax: (361) 758-4854

Date Modified:

7/21/15




; i

H.M.A.C % 6”7 CONCRETE WITH H.VI.A.E:. i
SV T BXBX#HE WIRE MESH YPE D AND

TYPE "D” AND - E COAT

4000 PS| OR REBAR/ &« PRIME COA

PRIME COAT / r- 1 STANDARD ' —\

7 SLOPE . _ 1% SLOPE ——
Ay i S s

—f-___d_a . oa

Fa

T—
A
4.

g

8" COMPACTED FLEX BASE
@ 98% STANDARD PROCTOR
DENSITY

tCONPAC'iD SUB GRADE
@ 95% STANDARD PROCTOR DENSITY

VALLEY GUITTER

NOTE: NOT TO SCALE

C ITY O F A RA N SAS PASS Storm Tresntc?'lr;::;:: Ia\::::cilﬁll Details

600 w. Cleveland Bivd.

Aransas Pass, TX 78336 Standard Detail: DR-08

Office: (361) 758-5301 Fax: (361) 758-4854 Date Modified: 7/21/15



’< :
% 6" CONCRETE WITH H.VI./\.E?.,_
EXBX#B WIRE MESH [YPE "D° AND

TYPE "D” AND - E COAT
4000 PSI OR REBAR/ = RIME COA
PRIME COAT / r- | STANDARD ~ ] E

7 1 - > SLOPE - —a—— 1% SLOPE q____r_
k < a._!_
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@ 95% STANDARD PROCTOR DENSITY DE&%I;VE

VALLEY GUITTER

NOTE: NOT TO SCALE

5 CITY OF ARANSAS PASS e !

600 w. Cleveland Bivd.

Aransas Pass, TX 78336 Standard Detail: DR-09

Office: (361) 758-5301 Fax: (361) 758-4854 Date Modified: 7/21/15




CRAIN DITCH R.C.W. WITH SPOCIL

DRAIN DITCH R.O.W. WITHOUT SPOIL

Y N

N\

N\

AN

(AS SPECIFIED
BY CITY

MIN. ")

NOTE: R.O.W. WIDTH WILL VARY,
APPROVED WIDTHS SHALL BE
SPECIFIED BY GOVERNING
ENTITY LE. CITY, IRRIGATION
DISTRICT, DRAINAGE DISTRICT,
COUNTY PRECINCT, ETC.

CITY OF ARANSAS PASS

600 w. Cleveland Bivd.

Standards Manual
Typical Ditch Cross Section

Aransas Pass, TX 78336 Standard Detail: DR-10

Office: (361) 758-5301 Fax: (361) 758-4854 Date Modified: 7/20/15




RIP RAP
ON FLOW LINE
& OPPOSITE SIDE

/
|

D _:
I
30" OR GREATER — ‘ ‘_ ‘ |_
- ||—_ "
| -

/
Nt

= ==

NOT TO SCALE

DETAIL

VARIES

4" 3000 PSI CONCRETE REINFORCED

W/BXEX#6 WIRE MESH

CAST-IN-PLACE CONCRETE RIP RAP

NOT TO SCALE

CITY OF ARANSAS PASS standards Manual

Cast-In-Place Rip Rap

600 w. Cleveland Bivd.

Aransas Pass, TX 78336 Standard Detail: DR-11

Office: (361) 758-5301 Fax: (361) 758-4854 Date Modified: 7/20/15




SAFETY END TREATMENT

(MIN.
'_g» EXTERIOR
DIMENSION)

£

A
PIPE JBINT—

(Width=Pipe Dia.+ 387)

PLAN VIEW

NATURAL GROUND

Match ACP Fin. Gr. @ N.G.

(Cone. Rip—Rap shall net be placed
until Flex Bose has been set.)

NOTE:
ALL S.E.T. SHALL HAVE A GRADE
} PRI COVER, EMBEDDED GALVANIZED

41\ 0 - RODS OR PIPES WITH GAPS NO
: GRADER THEN 4" BETWEEN.

PIPE JOINT—

~BEING BEVEL

~G ROAD DITCH FLOWLINE

J -
LUﬂUJﬁUiﬂ'}LUH’l' "U
lIll=

DIA. VARIES

TOE FOOTING

SAFETY END TREATMENT

NOT TO SCALE

CITY OF ARANSAS PASS Standards Manual

Safety End Treatment

600 w. Cleveland Bivd.

Aransas Pass, TX 78336 Standard Detail: DR-12
Office: (361) 758-5301 Fax: (361) 758-4854 Date Modified: 7/20/15




1/4” SHARP FACE
GOTHIC (TYP)

(2) 1/2"—=13 SS PENT HD
BOLTS W/WASHERS

1" DIA
PICKHOLE

" DIA
HANDLING HOLE

1/2" SHARP FACE
GOTHIC

h 25 5/8" DIA——»

% /7///////////{@;5;

— b
N
1/2°—

COVER SECTION

- 25 7/8” DIA

-~ 24 3/16" DIA———

- 32" DIA BOLTHOLE DETAIL

== :
E A_
4
-~ 25 7/8" D|A4.J 112

FRAME SECTION
STORM MANHOLE COVER

NOT TO SCALE

CITY OF ARANSAS PASS standards Manual

Storm Manhole Cover Details
600 w. Cleveland Bivd.

Aransas Pass, TX 78336 Standard Detail: DR-13
Office: (361) 758-5301 Fax: (361) 758-4854 Date Modified: 7/20/15




5.0" UTIL. EASEMENT

S0.0° RIGHT OF WAY

34.0" BACK—TO-BACK

5.0" UTIL. EASEMENT
RIGHT OF WAY LINE
RIGHT OF WAY LINE

JH TRAVEL LANE . TRAVEL LAME RJ
SLOPE NATURAL GROUND AS LOPE MATU
REQUIRED FOR PROPER|DRAINAGE ‘
(1" PER FOOT MAX, " 'PER FoOT 24" CURE
MIN). FILL TO BE FREE PF DEBRIS \ _ % GUTTER AND PRIME COAT & UTTER | a4—g"
| e — : 2x soee 2% s EDEWALK | |
T SRR
QAN RATRIL a0y
N A N RN R R R BRI R R RO RN SN
wiett— ' ®
ALIGNMENT '
SANITARY SEWER LINE—/

TORM SEWER 8" COMPACTED CALICHE BASE "

@ 98 % STANDARD PROCTOR DENSITY L

6" COMPACTED SUBGRADE %

@ 95 % STANDARD PROCTOR DEMNSITY, =
LIME TREATMENT REQUIRED WHEN
P.. IS GREATER THAN 15

AL GROUND AS

EQUIRED FOR FROPER DRAINAGE

,. L - ﬂ " (1" PER FOOT MAX, {" PER FOOT
2 HM.AC., TYPE 'D 24 CURA /TlN:I. FILL TO| BE FREE OF DEBRIS

-n" ‘
ALIGHMENT

{MIN, &' covEﬁ:‘) o

. i‘*zi CURB & GUTTER
f l ALICHE

-

\ iz

\ UBGRADE

DETAIL LOCAL 50.0° (W/ 5.0°
N.T.5 N.T.5

Standards Manual
C ITY O F A RA N SAS PASS 34’ Street Paving Cross-Section
600 w. Cleveland Blvd.

Aransas Pass, TX 78336 Standard Detail: STR-01
Office: (361) 758-5301  Fax: (361) 758-4854 Date Modified: 7/20/15




60.0° RIGHT OF WAY

| 50.0° BACK-TO-BACK
TRAVEL LAME TRAVEL LAME TRAVEL LANE _ TRAVEL LANE

SLOPJ NATURAL GROUND AS . . ;LDF‘E MATURAL GROUND AS

10.0" UTIL. EASEMENT

RIGHT OF WAY LINE

RIGHT OF WAY LINE
10.0" UTIL. EASEMENT

REQUIRED FOR PROFER DRAINAGE EQUIRED FOR PROPER DHAINAGE

{1" PER FOOT MAX, §" PER FOOT 2% uM.AC. TYPE "D" 24" CURB (1" PER FOOT MAX, {" PER FOOT
MIN). FILL ]m BE FREE OF DEBRIS L | AND PRIME COAT & GUTTER N 5 _g" THN). FILL TO BE FREE OF| DEBRIS
f SLOPE o

| WATE ;
L i e e ~ W ™ G A, R R \/\/l
W\W\ S 1%%{_ . %’» A SANITARY SEWEH|LINE
A A A A A A A A A A A A DAY
3—0" |

ALIGNMENT

N o S S S LN NN A N

|
| 3-0"
ALIGNMENT

8" COMPACTED CALICHE BASE
STORM SEWER @ 98 % STANDARD PROCTOR DENSITY
6" COMPACTED SUBGRADE
© 85 & STANDARD PROCTOR DEMSITY,
LIME TREATMENT REQUIRED WHEM
F.J. IS GREATER THAN 15

E
o
W
o
L)
[«
z
=
=

{MIN. 5" COVER)

W CURE & GUTTER
s

- 7 __—CALICHE
| 7

\ UBGRADE

DETAIL COLLECTOR 60.0° (W/ 10.0" U.E.)
N.T.5. N.T.5.

Standards Manual
C ITY O F A RA N SAS PASS 50’ Street Paving Cross-Section
600 w. Cleveland Blvd.

Aransas Pass, TX 78336 Standard Detail: STR-02
Office: (361) 758-5301  Fax: (361) 758-4854 Date Modified: 7/20/15




60.0" RIGHT OF WAY

42.0" BACK=TO-BACK

TRAVEL LANE CONTINUOUS , TRAVEL LANE
SLOPE NATURAL GROUND AS . LEFT=TURN LANE LOPE NATURAL GROUND AS
REQUIRED FOR PROPER DRAINAGE EQUIRED FOR FROPER DRAINAGE

(1" PER FOOT MAX, {" PER FOOT . T HMAC. TYPE 'D" " 1" PER FOOT MAX, §* PER FOOT
MIN). FILL TO BE FREE OF DEBRIS | 24" CURD AND PRI COAT Fafipeur N). FILL TO BE FREE OF DEBRIS
- 2 % SUeE SLOPE

RIGHT OF WAY LINE
RIGHT OF WAY LINE

A A Indagi
R

. . . o »
R R R R SN N
3=-0" (L N
ALIGNMENT Q"
SANITARY SEWER LINE =

ALIGNMENT
10" COMPACTED CALICHE BASE
STORM SEWER
i @ 98 % STANDARD PROCTOR DENSITY
6" COMPACTED SUBGRADE
® 95 % STANDARD PROCTOR DENSITY
LIME TREATMENT REQUIRED WHEN
P.l. |15 GREATER THAN 15

(MIN. 5" COVER

j:ﬁ CURB & GUTTER
il |

TVt —CALICHE

| 7
“\ SUBGRADE

DETAIL COMMERCIAL 60.0°
N.T.5 M.T.S.

Standards Manual
C ITY O F A RA N SAS PASS 42’ Street Paving Cross-Section
600 w. Cleveland Blvd.

Aransas Pass, TX 78336 Standard Detail: STR-03
Office: (361) 758-5301  Fax: (361) 758-4854 Date Modified: 7/20/15




60.0' RIGHT OF WAY

440" BACK-TO-BACK

RIGHT OF WAY LINE

TRAVEL LANE

CONTINUOQUS

TRAVEL LANE |,

RIGHT OF WAY LINE

REQUIRED FOR PROPER DRAINAGE

(1" PER FOOT MAX, §* PER FOOT "
MIN). FILL TO BE FREE OF DEBRIS ) —éﬁﬁgﬂ"zﬁ%g

SLOPE NATURAL GROUND AS | . l'

3'-0"
ALIGNMENT

STORM SEWER

LEFT-TURN LANE

AND PRIME COAT

CURE & GUTTER

LOPE NATURAL GROUND AS
ﬁ EQUIRED FOR PROPER DRAINAGE

4" H.M.A.C., TYPE I'D" 24" REINFORCED . /(1' PER FOOT MAX, §* PER FOOT

i X SLOFE
e

6" COMPACTED SUBGRADE

@ 95 % STANDARD PROCTOR DENSITY
LIME TREATMENT REQUIRED WHEN
P.I. 15 GREATER THAN 15

- Z:i CURB & CGUTTER

}r W _—CALICHE
%

\ SUBGRADE

DETAIL

SRR
SANITARY SEWER uNE—/(t o

12" COMPACTED CALICHE BASE
@ 98 % STANDARD PROCTOR DENSITY

INDUSTRIAL 60.0°

TIN}I. FILL TO BE FREE OF DEBRIS

TR

ot

e
T

ALIGNMENT

N.T.S.

N.TS

CITY OF ARANSAS PASS

600 w. Cleveland Bivd.

Aransas Pass, TX 78336
Office: (361) 758-5301  Fax: (361) 758-4854

Standards Manual
44’ Street Paving Cross-Section

Standard Detail:

STR-04

Date Modified:

7/20/15




70.0° RIGHT OF WAY

BICYCLE LAME BICYCLE LANE
A A\

60.0" BACK—TO—BACK

10.0° UTIL. EASEMENT

RIGHT OF WaY LINE
RIGHT OF WaY LINE

' 10.0° UTIL. EASEMENT

4 ,/ _ TRAVEL LAME  TRAVEL LANE  TRAVEL LANE _ TRAVEL LANE \\
SLOPE MATURAL GROUND AS | : ‘ l ﬁ _ LOPE NATURAL GROUND AS

REQUIRED FOR PROPER DRAINAGE EQUIRED FOR PROPER DRAINAGE

(1" PER FOOT MAX, 1" PER FOO \ " TYPE 0" " {1 PER FOOT MAX, " PER FOOT
MIN). FILL [ro BE FREE OF DEBRI;_|\ 24 chuﬁr%R iNDH' F'{f‘h:‘%"mME 3254{;UC RE—\ =g [Jﬂm). FILL TO BE FREE OF| DEBRIS

' -
e, B _AEEOPE_ SIDEWALK | o

" e SRR
| 3-0 '-I‘Q.\ ol \W

.
o |
e 5 W

[ A, e e o e e P A
N e N S SN N SR SR ,IﬁLIGNMENT
| X |
SANITARY SEWER LIME

10" COMPACTED CALICHE BASE
STORM SEWER @ 98 % STANDARD PROCTOR DENSITY

6" COMPACTED SUBGRADE

@ 95 % STANDARD PROCTOR DEMSITY,
LIME TREATMENT REQUIRED WHEN

F.l. IS GREATER THAN 15

(MIN. 4" COVER)
(MIN. 5" COVER)

p *-f~/<< CURB & GUTTER
[TA_

TEa ——CALICHE

\7 UBGRADE

DETAIL MINOR ARTERIAL 70.0° (W/ 10" U.E.)
N.T.S. N.T.S.

Standards Manual
C ITY O F A RA N SAS PASS 60’ Street Paving Cross-Section
600 w. Cleveland Blvd.

Aransas Pass, TX 78336 Standard Detail: STR-05
Office: (361) 758-5301  Fax: (361) 758-4854 Date Modified: 7/20/15




10.0° UTIL. EASEMENT

80.0" RIGHT OF WhAY

| 66.0° BACK—TO-BACK
TRAVEL LANE TRAWEL LAME | CONTINUOUS L JRAVEL LANE  TRAVEL LANE |

ELOF‘! NATURAL GROUND AS . . LOPE NATURAL GROUND AS
REQUIRED FOR PROPER DRAINAGE LEFT=TURN LANE 4 EQUIRED FOR PROPER DRAINAGE

(1" PER FODT MAX, §" PER FDCIT\ 7" HM.AC. TYPE "D 94" CURB /{1“ PER FOOT MAX, §* PER FOOT

MINY. FILL TI'D BE FREE OF DEBRIS AND ERIME COAT & GUTTER N TIN). FILL TO BE FREE DF| DEBRIS
S0P —

10.0° UTIL. EASEMENT

RIGHT OF WAY LINE
RIGHT OF WAY LINE

o AL 4 -
| 30" ' % SRR A |
- MRS

. 9 %‘M
7, S T T X AT ey
| ALIGNMENT Tk = Q;.)\\\.\\ .\“\,?\/ Sy % 5 ey ).'\ ‘:}W S

b |

P
r\LIGNMENT

X |
ANITARY SEWER LINE

e
e o ol i 0 R
b ././\\ \}/‘\‘.‘M bt N e e }JF#\M"Q\/\\?\/\

e

10" COMPACTED CALICHE BASE
STORM SEWER @ 98 % STANDARD PROCTOR DENSITY

6" COMPACTED SUBGRADE

@ 95 % STANDARD PROCTOR DENSITY,
LIME TREATMENT REQUIRED WHEM

F.l. IS GREATER THAM 15

(MIN. & COVER)
(MIN. 5 COVER)

—“f 4" CURB & GUTTER
g N

DETAIL MAJOR ARTERIAL 80.0° (W/ 10" U.E.)
N.T.5

Standards Manual
C ITY O F A RA N SAS PASS 66’ Street Paving Cross-Section
600 w. Cleveland Blvd.

Aransas Pass, TX 78336 Standard Detail: STR-06
Office: (361) 758-5301  Fax: (361) 758-4854 Date Modified: 7/20/15




10.0° UTIL. EASEMENT

100.0° RIGHT OF WAY

82.0" BACK—TO—BACK

10.0° UTIL. EASEMENT

RIGHT OF WAY LINE
RIGHT OF WAY LINE

_ TRAVEL _ TRAVEL _ CONTINUOUS _ TRAVEL _ TRAVEL

& LANE LANE LEFT—TURN LAN LANE LANE L‘
SLOPHE NATURAL GROUMD AS ’ t ﬁ ELOPE NATURAL GROUND AS

REQUIRED FOR PROPER DRAINAGE EQUIRED FOR PROPER DRAINAGE

(1" PER FOOT MAX, " PER FOOT » = U MAC ITYPE "D . 1" PER FOOT MAX, §" PER FOOT
MIN). FIL O BE FREE OF DEBRIS P ra D G [TYPE D P N). FLL TO BE FREE OF DEBRIS
o 2K X SLOPE

—

Sttty

=
ool
T S o

A o L e %
ALI%NM?ENT (\g\\« S £ o
T Rttt N R R L o e
A A N %\\«ff\;\.ﬁ-ﬁ\ "\/\/\\\;\\\‘A\\ﬁ\\\\ %

TR
SRR
e =
W
\‘WATEH

S e S R S R i | |AL|GNMENT |
Fap! |

10" COMPACTED CALICHE BASE SANITARY SEWER LINE

& 98 % STANDARD PROCTOR DENSITY

6" COMPACTED SUBGRADE

@ 95 & STANDARD PROCTOR DEMNSITY,
LIME TREATMENT REQUIRED WHEN

Pl IS GREATER THAN 15

et
i
=
=]
o
[+
Z
=

(MIN. 5" COVER)

Z«-Q\"\l" CURE & GUTTER

5 SIDEWALK

RIGHT OF WAY LINE

DETAIL ARTERIAL 100.0° (W/ 10’ U.E.)
N.T.5. N.T.5.
ALTERNATE SIDEWALK LOCATION

N.T.S.

Standards Manual
C ITY O F A RA N SAS PASS 82’ Street Paving Cross-Section
600 w. Cleveland Blvd.

Aransas Pass, TX 78336 Standard Detail: STR-07
Office: (361) 758-5301  Fax: (361) 758-4854 Date Modified: 7/20/15




UTIL. EASEMENT

120.0° RIGHT OF WAY
ol
(=]

BICTLE
100.0°' BACK—TO-BACK [ Lane
TRAVEL__ JRAVEL__ TRAVEL__CONTINUOUS, TRAVEL _ TRAVEL TRAVEL 1, .
LANE LANE LANE | LEFT-TURN | LANE LANE | LANE l r-'-z“-ﬂ

10'-0"

RIGHT OF WAY LINE

RIGHT OF WAY LINE
10.0° UTIL. EASEMENT

[
E
|

|

OPE NATURAL GROUND LnS
EQUIRED FOR PROPER DRAINAGE

SJ_OP& NATURAL GROUND AS LANE
REQUIRED FOR PROPER DRAINAGE
(1" PER FOOT MAX, §" PER FOO " vBE "0"
MIN). FILL |TD BE FREE OF DEBRIS s iNDH'yéTﬂ% C:':} ATE

/_a' PER FOOT MAX, {* PER FOOT
iy IN). FILL TO BE FREE OF; DEBRIS
SIDEWALK e l
P e

MNMENT ~ 3 ol -
ALIGNME 4 R : NN ¥-0 l

|

| W PR : ; Z IGNMENT
H( L

| WATER

< l
\smmm SEWER LINE

10" COMPACTED CALICHE BASE
@ 98 % STANDARD PROCTOR DENSITY

6" COMPACTED SUBGRADE

@ 95 % STANDARD PROCTOR DENSITY
LIME TREATMENT REQUIRED WHEN

P.. IS GREATER THAN 15

{(MIN. 4 COVER)
(MIN. 5 COVER)

5' SIDEWALK 4" CURB

4" CURB & GUTTER & GUTTER

ARTERIAL 120.0° (W/ 10’ U.E.)
N.T.5

ALICHE

Ll
Zz
-
=
=

b
O—_,_____
|
T

-
L‘:|

UBGRADE

DETAIL

N.T.S. ALTERNATE SIDEWALK LOCATION

N.T.5

Standards Manual
C ITY O F A RA N SAS PASS 100’ Street Paving Cross-Section
600 w. Cleveland Blvd.

Aransas Pass, TX 78336 Standard Detail: STR-08
Office: (361) 758-5301  Fax: (361) 758-4854 Date Modified: 7/20/15




20.0" RIGHT OF WAY

16" ALLEY

2" HM.A.C.,, TYPE "D
AND PRIME COAT
24" CURB
& GUTTER
2 % SLOPE
T - 7 I —

i o S
RERR LI LI .-z-.«:::.z::-.-:.g:.-.;:,,,.__.,._.;;.,,._.,-,-_;_-_-.. :

R R KRR %«?’%/@"g’/\g «Nﬂ'« i

RIGHT OEI WAY LINE
RIGHT OF WAY LINE

5.0" UTIL. EASE.

SLOPE NATURAL GROUND AS
REQUIRED FOR PROPER DRAINAGE
(1" PER FOOT MAX, {* PER FOOT

6" COMPACTED SUBGRADE
® 95 % STANDARD PROCTOR DENSITY, . MIN). FILL TO BE FREE OF DEBRIS
LIME TREATMENT REQUIRED WHEN 8" COMPACTED CALICHE BASE

P.. IS GREATER THAN 15 @ 98 % STANDARD PROCTOR DENSITY

12.0" TYP.

l
12.0" TYP. /f’rﬁ CURB & GUTTER

_ %7 __—CALICHE

SUBGRADE

DETAIL
N.T.S.

ALLEY 20.0° R.O.W. (W/ 5’

NOT TO SCALE

CITY OF ARANSAS PASS standards Manual

16’ Alley Paving Cross-Section
600 w. Cleveland Bivd.

Aransas Pass, TX 78336 Standard Detail: STR-09
Office: (361) 758-5301 Fax: (361) 758-4854 Date Modified: 7/20/15




" EXPANSION JOINT
SLOPE NATURAL GROUND AS WITH SEALER
REQUIRED FOR PROPER DRAINAGE
(1” PER FOOT MAX, " PER FOOT © TP
MIN). FILL TO BE FREE pF DEBRIS oy 24" CURB
& GUTTER

ST 1/4"_PER_FOOT

NGOG ! - L
PRRRGREIR R
YRR NN

6" SAND BASE OVER
COMPACTED SUBGRADE (90% DENSITY)

RIGHT OF WAY LINE

SIDEWALK ALONG CURB & GUTTER

N.T.S.

4 TYP.— LOCAL 30"
(OR 5) MIN.

R, 1/47_PER FOOT 1/4”_PER FOOT
7
W

RN
R %?,y, ¢

Ll
=
|
p
<
=
L
o
|_
T
Q
o

6" SAND BASE OVER
COMPACTED SUBGRADE (90% DENSITY)

GENERAL NOTES: ALTERNATE SIDEWALK LOCATION
1. 4" CONCRETE SIDEWALK WITH
BX6X #6 WIRE MESH. TS,
2. EXPANSION JOINTS AT 70" SPACING

& AT ABUTTING STRUCTURES.

3. ALTERNATE LOCATION APPROVED

ONLY WHEN UTILITIES ARE NOT UNDER

THE SIDEWALK.
TYPICAL SIDEWALK LOCATIONS

NCT TO SCALE

LLe

; % CITY OF ARANSAS PASS Standards Manual

Typical Sidewalk Detail
600 w. Cleveland Bivd.

«/N Aransas Pass, TX 78336 Standard Detail: STR-10
e
o Office: (361) 758-5301 Fax: (361) 758-4854 Date Modified: 7/20/15

b
A I\
i




COMTRACTION JOINT SPACING
(o]

. 6" MIN. AT INTERVALS EQUAL T
# 4 % 187 DOWELS — 1 / SIDEWALK WIDTH {TYP) ]

LT

{

|
| \ |
[ — | |
)
[ \—3,/4" EXPANSION JOINT
4" COMCRETE SIDEWALK MATERIAL BETWEEN SIDEWALK
AND ABUTTING STRUCTURES

OR CURB

IIII

/
T
IIIII
L

EXPANSION JOINT @ 30'-0
MAX. SPACING (TYP)
SEE DETAIL THIS SHEET

SIDEWALK PLAN

4" MIN. THICKNESS

£o0" (OR 5-0")

1/4" PER FT. SLOPE AWAY FROM STRUCTURE OR CURB
] ] ) .
\ DA
\ IR
B" X B” X #6

WELDED WIRE FABRIC
3000 PEl. CONCRETE

SIDEWALK SECTION

[YPICAL SIDEWALK DETIA!
NOT TO SCALE

Standards Manual

CITY OF ARANSAS PASS Typical Sidewalk Detail

600 w. Cleveland Bivd.
Standard Detail: STR-11

Aransas Pass, TX 78336

Office: (361) 758-5301 Fax: (361) 758-4854 Date Modified: 7/20/15




NOTE;
RAMPS SHALL BE PAINTED

"SAFETY RED”
CURB

& GUTTER

CONCRETE
SIDEWALK

5.0" CROSSWALK

STRIPING 5.0" LANDING

SINGLE DIAGONAL CUKB RAMP

LAR-§

PERPENDICULAR A.D.A RAMPS

N.TS

5.0" CROSSWALK
& STOP BAR
STRIPING

CITY OF ARANSAS PASS Standards Manual

ADA Ramp Detail

600 w. Cleveland Bivd.

Aransas Pass, TX 78336 Standard Detail: STR-12
Office: (361) 758-5301  Fax: (361) 758-4854 Date Modified: 6/24/15




16"
R=2.5"

R=25" GRADE CONTROL
GRADE CONTROL i

o\;\< R=3 1/2"

+ _

-

INEV .
— STD. #4 DOWEL
STD. #4 DOWE 3 L3 | #

BARS "TYP BARS TYP.

1’6"

- SPILL CURB & GUTTER CATCH CURB & GUTTER

GRADE CONTROL
NOTES:

|. 1/2* PREFORMED EXPANSION JOINTS SHALL BE
PLACED ON 70’ CENTERS. DUMMY JOINTS SHALL BE

. : PLACED AT I0' SPACING, CENTERED FROM EACH

_ EXPANSION JOINT.

B —— 2. TACK COAT SHALL BE APPLIED TO ANY SURFACE OF

STD- # DOWEL . e CONCRETE IN CONTACT WITH ASPHALT.

R 3. 3000 PS| CONCRETE SHALL BE USED.

LAY-DOWN CURB & GUTTER

CURB & GUTTER DETAILS
N.T.S.

6’ VALLEY GUTTER - 6" CONCRETE WITH
6X6 X #6 WRE MESH
4000 PSI.

VALLEY GUTTER DETAIL
N.T.S.
NOTES:

I. 1/2" PREFORMED EXPANSION JOINTS SHALL BE
PLACED ON 70" CENTERS. DUMMY JOINTS SHALL BE
PLACED AT 10" SPACING, CENTERED FROM EACH
EXPANSION JOINT.

2. TACK COAT SHALL BE APPLIED TO ANY SURFACE OF
CONCRETE IN CONTACT WITH ASPHALT.

3. 4000 PSI CONCRETE SHALL BE USED.

CITY OF ARANSAS PASS Standards Manual

Curb & Gutter and Valley Gutter Detail
600 w. Cleveland Bivd.

Aransas Pass, TX 78336 Standard Detail: STR-13
Office: (361) 758-5301  Fax: (361) 758-4854 Date Modified: 7/17/15




WIDTH VARIES

UPSTREAM END OF

/

W
SIDE STREET
RADIUS

GUTTER FORMED TO
SPILL. DOWNSTREAM
GUTTER FORMED TO

:(

6’ VALLEY GUTTER | \
SEE REINFORCING BAR 6" CONCRETE

DETAIL BELOW
PLAN

NOT TO SCALE

ey

CURE SECTION

#3 BARS IN \il (
f

/]

#3 BARS @
18" SPACING

@

EXPANSION JOINT WITH
4000 PSI DOWELS AND CAPS AT
ALL PT'S AND PC'S.

—

CURE AND |

GUTTER 5

#3 BARS @
16" SPACING 3"

REINFORCING BAR DETAIL

CONCRETE VALLEY GUTTER

NOT TO SCALE

CITY OF ARANSAS PASS

600 w. Cleveland Bivd.

Aransas Pass, TX 78336
Office: (361) 758-5301  Fax: (361) 758-4854

Standards Manual
Concrete Valley Gutter

Standard Detail: STR-14

Date Modified: 7/17/15




1.57 /2" ANGLE OR CURB STO

SERVICE SADDLE
MAIN LINE x 2" BRONZE
SERVICE SADDLE

1.5"/2" COPPER SERVICE LINE

i

2" _CORPORATION COCK

ON SERVICE LINES, ABOVE 17
2" COPPER (2" VALVE WILL

BE REQUIRED ON MAIN LNE)

—=118" I—-l—

STREET R.O.W.
PROPERTY LINE

!

4 PROPERTY LINE

] STREET R.O.W.

1" COPPER
SERVICE
LINE

METER AND
METER BOX

1'-0" MIN. COVER
@ PROP. LINE

CONTRACTOR TO USE ALL-BRASS
TAPPING SADDLES WATER SERVICES

2" CORPORATION COCK 3/4. BRONZE STOP
ON SERVICE LINES, ABOVE 1” 3/4° CURB STOP
2" COPPER (2" VALVE WILL

BE REQUIRED ON MAIN LNE)

WATER MAIN

SINGLE WATER SERVICE CONNECTION

NOT TO SCALE

NOTE;

1. CASING REQUIRED ON ALL SERWICES
EXTENDING ACROSS RIGHT—OF—WAY.
2. FOR METER SIZES SEE SECTION IV.

CITY OF ARANSAS PASS Standards Manual

Single Water Service Connection
600 w. Cleveland Bivd.

Aransas Pass, TX 78336 Standard Detail: WTR-1
Office: (361) 758-5301  Fax: (361) 758-4854 Date Modified: 7/17/15




NOTE:

FIRE HYDRANT SHALL

BE PLACED 3'-0"

BEHIND BACK OF

CURB, AND 6" ABOVE

TOP OF CURB (TO TOP FIRE HYDRANT

OF FLANGE). MUELLER
/f!r\ AMERICAN DARLING
AND KENEDY-PAINTED
D

FIRE HYDRANT TO B A
SET PLUMB CAUTION YELLOW)

3'—0" NORMALLY,
(SEE PLANS)

—] :m:”l: AL EXTENSION (ONLY :lgﬁzl
SRR ﬂ:ﬂ WHEN REQUIRED) :m -

- 2T LT -

EE?P{;R‘,%\,EE’F 6" GATE VALVE W/ =1

___ VALVE BOX —

(SEE VALVE :m:

Y INSTALLATION DETAIL -F‘
WTR-3)

NOTE: 5 - — WATER MAIN
DRAIN HOLES | - . . —H] E

12* MIN

MUST NOT
BE PLUGGED

SIS

CONCRETE THRUST
BLOCK

(POURED IN PLACE)

SECTION

]

Il

6" GATE VALVE —
W/BOX

11T
EDGE OF DITCH

|
il

SEIEIEIE

L
i

L
1%_

111

Y
CONCRETE THRUST Van
BLOCK

(POURED IN PLACE)

—

ALTERNATE
INSTALLATION L %

Y
PLAN ’&3}

CONCRETE THRUST
(POURED IN PLACE)

BLOCK

( WATER MAIN

NOTE: NOT TO SCALE

CITY OF ARANSAS PASS Standards Manual

Fire Hydrant Installation Detail

600 w. Cleveland Bivd.

Aransas Pass, TX 78336 Standard Detail: WTR-2
Office: (361) 758-5301  Fax: (361) 758-4854 Date Modified: 7/17/15




30"X30"X6" CONCRETE COLLAR
(W/B"X6"X6" WIRE MESH)

PAVEMENT OR
NAT. GROUND

v

MUD PLUG/ EARTH UNDER FLANGE TO BE

e FIRM AND WELL TAMPED TO INSURE
VALVE BOX IN BOOT SHALL BE AGAINST VALVE BOX SETTLING

CAST IRON

6" C.I. NIPPLE

1"—6" MIN.

6'—6" MAX. !
SIMPLEX COUF’LNG\L—j__( _/S'MPLEX COUPLING

—£ -1 ==

\\ AN

WATER MAIN_/ > L Y

& CONCRETE THRUST
, BLOCK
ANCHOR RODS (POURED IN PLACE)

VALVE & VALVE BOX INSTALLATION
NOT TO SCALE

CITY OF ARANSAS PASS standards Manual
Valve & Valve Box Installation
600 w. Cleveland Bivd.

Aransas Pass, TX 78336 Standard Detail: WTR-3
Office: (361) 758-5301  Fax: (361) 758-4854 Date Modified: 7/17/15




GENERAL NOTES:

1. THE LOCATION OF THRUST BLOCKS DEPENDS UPON
THE DIRECTION OF THRUST AND TYPE OF FITTINGS.

2. THRUST BLOCK CALCULATIONS ARE BASED ON A
WATER LINE PRESSURE QF 150 P.S.I. AND

AN
ALLOWABLE SOIL BEARING VALUE OF 2,500 POUNDS
PER SQUARE FOOT.

"C" DIMENSIONS SHALL BE LARGE ENOUGH TO MAKE ANGLE @ EQUAL
TO LARGER THAN 45"

ANGLE ¢ SHALL BE EQUAL TO OR LARGER THAN 45"

CAP ON SPIGOT END
PLUG ON BELL END
(PLUG SHOWN)

_HYDRANT BURYS TEE & DEAD ENDS

. TYPICAL
HORIZONTAL BLOCKING TABLE BELL END

22 1/2 DEGREES | 45 DEGREES 90 DEGREES TEE & PLUG

o | oM v | MIN o | MN e | MIN
A" | ARea 8" | ARea € | area D" | ARea

2 .
1.00 1.00 1.00 . 1.06 1.00 1.068 BEDDING MATERIAL
1.00 114 | 130 2.40 | 130 | 170 SECTION C-C

1.18 1.52 2.5 . 4.27 1.74 3.02

1.84 1.90 3.61 . 6.66 247 4.7

2.65 . 519 . 9.60 261 6.79

TABLE OF CASING SIZES

NCMINAL CASING SIZE | CASING MINIMUM
PIPE SIZE (INSIDE DIA.) [WALL THICKNESS

16" 24" 0.25"

TRUST BLOCK DETAILS

NOT TO SCALE

CITY OF ARANSAS PASS Standards Manual

Thrust Block Details
600 w. Cleveland Bivd.

Aransas Pass, TX 78336 Standard Detail: WTR-4
Office: (361) 758-5301  Fax: (361) 758-4854 Date Modified: 7/17/15




co
(POUR IN PLACE) 'ul
1

45" BEND

SIMPLEX _
COUPLING |

i

\ = WATER MAIN—

T T T T T T T T 11—
WATER MAIN-

COMC. THRUST BLOCK
(FOUR IN PLACE)

NOTE: NOT TO SCALE

WATERLINE OFFSET DETAIL

NOT TO SCALE

CITY OF ARANSAS PASS ctandards Manual
600 w. Cleveland Blvd.

£ Aransas Pass, TX 78336 Standard Detail: WTR-5
Uiy P § Office: (361) 758-5301  Fax: (361) 758-4854 Date Modified: 6/25/15

")




REDUCED PRESSURE PRINCIPLE
BACKFLOW PREVENTERS

VALVE ﬁ
ﬂ\\\ \
90" ELBOW i m
Ve

Y LA LLe

TR
T
TR R

EXISTING GROUND
WATER MAIN

WATER MAIN\ ey S /
mrjjz\ 90" ELBOW 90" ELBOW )&ﬂ}—

NOTE:
ALL THE ABOVE—-GROUND PIPE & FITTINGS
0 BE DUETILE IRON AWWA C—-110-87 OR

BETTER.

BACKFLOW PREVENTOR DEVICE

NOT TO SCALE

NOTES:

1. PROVIDE WALL SLEEVES AND RESILENT CONNECTORS TO SEAL ANNULUS AROUND PIPE.
2. PROVIDE ADDITIONAL REINFORCEMENT AT CONCRETE OPENING.

3. COVER TO BE LOCKING TYPE.

Standards Manual

CITY OF ARANSAS PASS Backflow Preventor Device

600 w. Cleveland Bivd.

Aransas Pass, TX 78336
Office: (361) 758-5301  Fax: (361) 758-4854 Date Modified: 6/25/15

Standard Detail: WTR-6




I 36" x 60" HINGED |
| ALuminum cover |

N ..

| e

PVC C-900 DR-14.
l’\ﬂm UNE

67.63" " BACKFLOW PREVENTION
(METER ASSEMBLY) ASSEMBLY

T METER VAULT

! .
TR E— . . TOTAL HEIGHT 75

1'-0" LENGTH 1’

PVC. SHC. 40, BYPASS WIDTH 7

f—
— WALL THICKNESS 6"
=T s v

REINFORCEMENT #4 BARS ©
12" O.C. EW.

FOUNDATION 12" x 9" x 0.75

ALUMINUM COVER

METER ASSEMBLY

NO.  NAME QTY. MATERIAL

1| SENSUS TURBO METER | 1 | BRONZE
(FIRE RATED)

STRAINER 1 | pucne
(FIRE RATED) IRON

SMITH-BLAIR DETECTOR CAST IRON
CHECK VALVE

SENSUS SR METER BRONZE
CHECK VALVE BRONZE
BALL VALVE-LOCKING BRONZE

‘ \....m;, AN

QUANTITIES

SECTION . NAME QTY. MATERIAL
FLOW METER VAULT DETAIL SENSUS METER ASSEMBLY

NOT TO SCALE GATE VALVES & BOXES

COUPLING ADAPTER

CONCRETE VAULT

f— CONCRETE BLOCK SUPPORTS
1. PROVIDE WALL SLEEVES AND RESILENT COMNECTORS TO SEAL ANNULUS AROUND PIPE.
2. PROVIDE ADDITIONAL REINFORCEMENT AT CONCRETE OPENING. HaLL SLEEVES & MECHANICAL
% COVER TO BE LOCKING TYPE.

%? CITY OF ARANSAS PASS Standards Manual

Meter/Backflow & Vault
600 w. Cleveland Bivd.

Aransas Pass, TX 78336 Standard Detail: WTR-7
Office: (361) 758-5301  Fax: (361) 758-4854 Date Modified: 6/25/15




PAVED SECTIONS UN—PAVED SECTIONS

PROPOSED PAVING PROP. PAVING OR REPLACE ASPHALT

WITH 3" MIN. H.M.A.C.
CONTRACTOR SHALL TRIM ASPHALT

TO A NEAR STRAIGHT LINE
EXIST. ASPHALT
EXIST. BASE

—— SELECT BACKFILL COMPACTED

TO 95% STD. PROCTOR DENSITY (MIN.)
/USE RELATIVE DENSITY TEST PER

ASTM—4253 & ASTM D-698
PROPOSED FLEXIBLE

BASE 12" MINIMUM TRl W.L. IDENTIFIER TAPE LINE
— — LOCATER TYPE ON NON—
—i— it | METALLIC PIPE ONLY COLOR CODED
18" MIN. I =51

1
6" MIN.-1

SAND OR SANDY LOAM
COMPACTED TO 95% STD A 6"-MIN
PROCTOR DENSITY (MIN.) E

USE RELATIVE DENSITY TEST PER i ; : ] NOTE:

RRRE S SRR L4“ e T Bet BEDDING FOR PVC SHALL

Bd BE IN ACCORDANCE WITH
ASTM 2321,

SAND OR SANDY LOAM BEDDING PLACED BEFORE PIPE IS LAID UP TO FLOW LINE
OF PIPE. (MIN. THICKNESS=6")

SAND OR SANDY LOAM BACKFILL PLACED AFTER PIPE IS LAID FROM BOTTOM OF PIPE
TO SPRING LINE OF PIPE. (4" LIFTS, HAND TAMPED) Bd TRENCH WIDTHS SHALL BE
PIPE O.D. + 12" OR IN ACCORDANCE WITH ASTM 2331 FOR PVC PIPE.

SAND OR SANDY LOAM BACKFILL PLACED FROM SPRING LINE OF PIPE TO 6" ABOVE
TOP OF PIPE. (6" LIFTS, HAND TAMPED)

D—1. (CITY STREETS, PARKING AREA, SELECT EXCAVATED BACKFILL MATERIAL COMPACTED
TO 95% SPD. (8" LIFTS, MECHANICAL COMPACTION)

D-2. (STATE MAINTAINED ROADWAY) COMPACTED SAND/CEMENT STABILIZED BACKFILL WITH
7% PORTLAND CEMENT COMPACTED AS PER ASTM D-4253 AND ASTM D—698.

SELECTED EARTH BACKFILL COMPACTED TO 90% STANDARD PROCTOR DENSITY (12" LIFT,
MECHANICAL COMPACTION). FOUNDATION PREPARATION (WELLPOINTS, GRAVEL OR CEMENT
STABILIZATION, OR APPROVED SUBSTITUTE) SHALL BE REQUIRED WHEN TRENCH BOTTOM
IS UNSTABLE. BACKFILLING AT STRUCTURES SHALL BE PLACED IN UNIFORM LAYERS,
MOISTENED AS REQUIRED TO APPROXIMATE OPTIMUM MOISTURE CONTENT, AND
COMPACTED TO 95% STANDARD PROCTOR DENSITY (USE RELATIVE DENSITY TEST

PER ASTM D—4253 & ASTM D—698). THE THICKNESS OF EACH LOOSE LAYER SHALL
NOT EXCEED 6". STRUCTURE BACKFILL MATERIAL SHALL BE SAND, APPROVED SITE

SOIL, OR OTHER AFPPROVED SUBSITUTE.

TRENCH BEDDING CIRCULAR PIPE (WATER)

NOT TO SCALE

CITY OF ARANSAS PASS A
600 w. Cleveland Blvd.

Aransas Pass, TX 78336 Standard Detail: WTR-8
Office: (361) 758-5301 Fax: (361) 758-4854 Date Modified: 6/25/15
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STREET CROSS SECTION

\ \
V/\%/\\

R \\>§< § ///////////FV/////////////////////// -

-

A §§

VLA SL S SS LS
'\§|| VITTIIITINITIIITII IOV IO IIII I
L/

I TITIIII VIO IIIIII IO I IIIIIrIes

VTSI VIO IIIIIIIIrIIyd

A~

_BORE & CASING

PROPOSED BORE & CASING,

STEEL CASING REQ'D FOR CROSSING
TXDOT R.O.W. (EXTEND CASING
BEYOND STREET & OTHER
IMPROVMENTS).

TABLE OF CASING SIZES

CASING SIZE | CASING MINIMUM
(INSIDE DIA.) |WALL THICKNESS

=0
10°-12°
14°-18"
22°
CARRIER PIPE — P.V.C. C900 DR—18

12° AND UNDER 4 SKIDS
A= 90°

12" AND OVER 6 SKIDS
A = 60°

SECTION "A—A"

NOTE: Y e

WATERLINE TO BE SLOPED DOWN OR UP @ CROSSING IF
IT CONFLICTS W/ EXISTING SEWER LINES OR DRAINAGE

STRUCTURES.

TRENCH BEDDING CIRCULAR PIPE (WATER)

NOT TO SCALE

CITY OF ARANSAS PASS

600 w. Cleveland Bivd.

Aransas Pass, TX 78336
Office: (361) 758-5301  Fax: (361) 758-4854

Standards Manual
Bore & Casing Detail

Standard Detail: WTR-9

Date Modified: 6/25/15




NOTES:
1. SINGLE SERVICE CONNECTIONS WILL
HAVE ONLY ONE "Y” BRANCH.

=== === 2. SERVICE CONNECTIONS SHALL

I_I;'li_lmlﬁgﬁlgﬁg:w NOT BE CONNECTED TO MANHOLES.

PLUG END
OF PIPE

I

LENGTH OF PIPE AND FITTINGS
REQUIRED FOR MAKING CONNECTION

MIN. COVER JAT
PROPERTY LINE

PROPERTY LINE
STREET R.O.W.

GRADE ~— PROPERTY LINE

e ll=l1=l1==11==1= L e e e (e ]
El=I=1==1=] // ==L 1=
=== El=1=1= =1

il / T TTeTT S

eIl /T
T T T

""Elﬂ%ll ===k
|

| =

T

i

(=)
_I

TO HOUSE SERVICE

MIN. COVER

"Y” BRANCH
(45" BRANCH
AS SHOWN)

SEWER MAIN —/

SANITARY SEWER SERVICE CONNECTION
NOT TO SCALE

CITY OF ARANSAS PASS standards Manual

Sanitary Sewer Service Connection
600 w. Cleveland Blvd.

Aransas Pass, TX 78336 Standard Detail: SWR-1
Office: (361) 758-5301 Fax: (361) 758-4854 Date Modified: 6/25/15




STANDARD RING AND
INSTALL HDPE ADJUSTMENT COVER (SEE DETAIL SWR—4)

RINGS (LADTECH OR APRROVED
EQUAL AS REQUIRED TO

IN TRAFFIC AREAS, POUR
ADJUST MANHOLE TO GRADE {5' DIA. X 12° THICK CONCRETE

/—ND_ 4 REBAR COLLAR AROUND COVER

PREFABRICATED INLET

STUBQUTS SUCH AS "INSERT A

TEE" OR APPROVED EQUAL ARE FACTORY JOINT
REQUIRED AT ALL CONMECTIONS \E
INTO THE MANHOLE.

T T
ey > —
;\W\) RN (8"-20" LINES)
‘ 60"

‘\% (24"=30" LINES)

i_ 12" MIN.
g (TYP.)

e |

T
* SR

IF MORE THAN 24"
EXCEEDS 2'-0" DROP

DROF REQUIRED

ONMECTION 1S REQUIRED WHEN

He CONCRETE
ANTI-FLOATING RING (TYP.)

T

.
\\//;//;5\.,&///\/ P

UNDISTURBED SOIL

LEVEL UP GROUT - \L \
3 SACKS OF CEMENT AS REQUIRED 'EETY,!"T' f’sp‘f;‘cf[;“ﬁifigf;ﬁﬁcm“ 12—#4 L SHAPED BARS
GROUT OR CONCRETE SPACED 307 (12") APART
(ALL ARQUND) BOTTOM INVERT ALL AROUND (SEE DETAIL)
LOCATICN AS SPECIFIED

REBAR DETAIL —
L—SHAPED

NOTE:

1. ALL CONCRETE SURFACES AND GRADE REBAR
RINGS IN MANHOLES SHALL BE COATED WITH
COAL TAR. (INERTOL)

. BACKFILL SHALL BE SAND
OR SANDY LOAM MATERIAL.

. MANHOLE SHALL BE PLACED ON 6—INCH
SAND BEDDING.
SUBGRADE SHALL BE COMPACTED TO
95% DENSITY

FIBERGLASS SANITARY SEWER MANHOLE

NOT TO SCALE

CITY OF ARANSAS PASS standards Manual

Sanitary Sewer Fiberglass Manhole Detail

600 w. Cleveland Bivd.

Aransas Pass, TX 78336 Standard Detail: SWR-2
Office: (361) 758-5301 Fax: (361) 758-4854 Date Modified: 6/25/15




NOTES:

. SEAT MANHOLE FRAME IN SEALANT PER
STANDARD SPECIFICATION,

. IF FORCE MAIN HAS BENDS WITHIN 25 FT
e m—— OF MANHOLE, EXTEND RESTRAINED JOINTS
TO 25 FT MINIMUM UPSTREAM OF BEND.

B
7 N\ . OMIT CEMENT MORTAR WHEN MANHOLE IS
LOCATED IN PAVED AREA.
@ ” . MINIMUM REINFORCING IN BASE SHALL BE
588E W

PRECAST RINGS SHALL BE PROVIDED FOR A
COMBINED ADJUSTMENT HEIGHT OF AT LEAST
g, o e 12°. THE TOTAL HEIGHT OF THE ADJUSTMENT
RINGS SHALL NOT EXCEED 1°—6".

MANHOLE DIAMETER NOTES TO SPECIFIER:

1. INDICATE SIZE OF FORCE MAIN, INCREASER
AND DISCHARGE EITHER ON THIS DETAIL
PLAN VIEW OR ON PLAN AND FPROFILE.

2. PROVIDE INVERT ELEVATIONS OR FORCE
COVER, LID RINGS & COLLAR MAIN AND SEWER CONNECTIONS TO MH,
SEE Dl-.:Ta\IL SWR—2 ON THIS DETAIL OR PLAN AND PROFILE.

8. THIS DETAIL IS T0 BE USED ONLY WHEN
THERE ARE NO INTERSECTING CRAVITY
SEWERS.

4, DETAIL MAY BE REVISED T0O ORIENT
INCOMING FORCE MAIN AT OTHER
ANGLES RELATIVE TO GRAVITY SEWER.

ADJUSTMENT RINGS AS NATURAL
REQUIRED; MORTAR AND GROUND
SEAL PER COH STANDARD

SPECIFICATION 2" FRP OR PVC &.IF LENGTH OF DISCHARGE DROP BELOW

CORROSION SCH B0 PIPE FLANGED TEE FITTING EXCEEDS 7 TIMES
RESISTANT 30" MIN LENGTH DISCHARGE DIAMETER. PROVIDE
MANHOLE—\ STAINLESS STEEL OR FRP FIPE SUPPORT.

2" PVC BALL VALVE ——

| T
{70 REMAIN OPEN) FLANGED OR RESTRAINED JOIN

MIN OF 25 FT FROM l$ WALL (SEE NOTE 2)

FLX RESTRAINED JOINT INCREASER

PROVIDE
RESILIENT CONNECTOR SUPPORT
PER ASTM C923 (TYF) FLANGE OR
CLAMPS

FLANGED PVC OR FRP PIPE W/ 316 SS BOLTS
AND SUPPORTS, SIZE AS SHOWN ON PLAN &
PROFILE DRAWING

BOTTOM OF CORROSION
RESISTENT LINER

TABLE

MANHOLE DIAMETER

DISHED CONC

MAX DISCHARGE SIZE
FILLET

FOUNDATION AND BACKFILL MATERIAL
MANHOLE SHALL BE PLACED ON
6—INCH SAND BEDDING.

SUBGRADE SHALL BE COMPACTED TO
95% DENSITY

ELEVATION VIEW

SANITARY SEWER CORROSION RESISTANT MANHOLE FOR FORCE MAIN DISCHARGE
NOTE: NOT TO SCALE

CITY OF ARANSAS PASS standards Manual

Sanitary Sewer Corrosion Resistant Manhole
600 w. Cleveland Blvd. For Force Main Discharge

Aransas Pass, TX 78336 Standard Detail: SWR-3
Office: (361) 758-5301 Fax: (361) 758-4854 Date Modified: 6/25/15




1" SHARP FACE

(6) 17 DIA HOLES
ON A 37" B.C.

EFIC® PICKBARS

3 13/18"

H;’rr-

COVER SECTION
9/16"
[14mm]

5/8° (1Bmm)

I.i 32 3/18" DIA——! l- 1 1/2 DIA 5.5 BAR
A — ]

4 1/2"

30" DIA f
33 7/8" DIA

40 3/4" DA
FRAME SECTION

PICKBAR DETAILS

CITY OF ARANSAS PASS standards Manual

Sanitary Sewer Lid

600 w. Cleveland Bivd.

Aransas Pass, TX 78336 Standard Detail: SWR-4

Office: (361) 758-5301 Fax: (361) 758-4854 Date Modified: 6/25/15




SECTIONS UN—PAVED SECTIONS

PROP. PAVING OR REPLACE ASPHALT
WITH 3" MIN. HM.A.C.

SELECT BACKFILL COMPACTED
TO 95% STD. PROCTOR DENSITY (MIN.)
EXIST. ASPHALT USE RELATIVE DENSITY TEST PER
EXIST. BASE -2 ASTM-4253 & ASTM D-698

PROPOSED FLEXIBLE-
BASE 12° MINIMUM

k /B_PIT RUN GRAVEL
6" MIN. " : 3/47 MAX. SIZE
s

NOTE:

i_ - | BEDDING FOR PVC SHALL
4" MIN. TO BELL BE IN ACCORDANCE WITH
Bd ASTM 2321,

GRAVEL BEDDING PLACED BEFORE PIPE IS LAID UP TO FLOW OF PIPE
(MIN. THICKNESS = 67) — PIT RUN GRAVEL 3/4" MAX. SIZE.

GRAVEL PLACED AFTER PIPE IS LAID, FROM BOTTOM OF PIPE TO 4™ ABOVE TOP
OF PIPE. PIT RUN GRAVEL 3/4" MAX. SIZE

TRENCH WIDTHS SHALL BE BELL O.D. + 12" OR IN ACCORDANCE WITH ASTM 2331

FOR PYC PIPE AND ASTM C12 (LATEST) FOR VITRIFIED CLAY PIPE. C—1 (CITY STREET,
PARKING AREA, DRIVEWAYS). SELECT EXCAVATED BACK FILL COMPACTED TO 95X STP.
PROCTOR IN B® LIFTS, MECHANICAL COMPACTION. C-2 (STATE MAINTAINED ROADWAYS)
COMPACTED SAND, ENT STABILIZED BACKFILL WITH 7% PORTLAND CEMENT
COMPACTED AS ASTM D-4253 AND ASTM D-698.

SELECTED EARTH BACKFILL COMPACTED TO 90X STANDARD PROCTOR DENSITY (12" LIFT,
MECHANICAL COMPACTION). FOUNDATION PREPARATION (VELLPOlNTS. GRAVEL OR CEMENT
STABILIZATION, OR APPROVED SUBSTITUTE) SHALL BE REQUIRED WHEN TRENCH BOTTOM
IS UNSTABLE. BACKFILLING AT STRUCTURES SHALL BE PLACED IN UNIFORM LAYERS,
MOISTENED AS REQUIRED TO APPROXIMATE OPTIMUM MOISTURE CONTENT, AND
COMPACTED TO 95% STANDARD PROCTOR DENSITY (USE RELATIVE DENSITY TEST

PER ASTM D-4253 & ASTM D-698). THE THICKNESS OF EACH LOOSE LAYER SHALL
NOT EXCEED 6". STRUCTURE BAOKHIJ. MATERIAL SHALL BE SAND, APPROVED SITE

SOIL, OR OTHER APPROVED SUBSITU

TRENCH BEDDING CIRCULAR PIPE (SANITARY SEWER)

NOT TO SCALE

PAVED SECTIONS UN-PAVED SECTIONS
PROPOSED PAVING PROP. PAVING OR REPLACE ASPHALT

WTH 3" MIN. HM.A.C.
CONTRACTOR SHALL TRIM ASPHALT
TO A NEAR STRAIGHT LINE

EXIST. ASPHALT
EXIST. BASE

SELECT BACKFILL COMPACTED
2 ASTM—4253 & ASTM D-698
PROPOSED FLEXIBLE: h
BASE 12" MINIMUM Z N W.L. IDENTIFIER TAPE LINE
0 LOCATER TYPE ON NON—
METALLIC PIPE ONLY COLOR CODED

187 MIN.
T
68" MIN. -
SAND OR SANDY LOAH—/
COMPACTED TO 85% STD A 6" MIN

PROCTOR DENSITY (MIN.
USE RELATIVE DENSITY TES% pn‘! :
ASTM-4253 & ASTM D—698. NOTE:

BEDDING FOR PVC SHALL
BE IN ACCORDANCE WTH
ASTM 2321,

SAND OR SANDY LOAM BEDDING PLACED BEFORE PIPE IS LAID UP TO FLOW LINE
OF PIPE. (MIN. THICKNESS=6")

SAND OR SANDY LOAM BACKFILL PLACED AFTER PIPE IS LAID FROM BOTTOM OF FIPE
TO SPRING LINE OF PIPE. (4" LIFTS, HAND TAMPED) Bd TRENCH WIDTHS SHALL BE
PIPE O.D. + 12" OR IN ACCORDANCE WITH ASTM 2331 FOR PVC PIPE.

SAND OR SANDY LOAM BACKFILL PLACED FROM SPRING LINE OF PIPE TO 6" ABOVE
TOP OF PIPE. (6" LIFTS, HAND TAMPED)

—1. (CITY STREETS, PARKING AREA, SELECT EXCAVATED BACKFILL MATERIAL COMPACTED
TO 95% SPD. (B" LIFTS, MECHANICAL COMPACTION)

D-2. (STATE MAINTAINED ROADWAY) COMPACTED SAND/CEMENT STABILIZED BACKFILL WITH
PORTLAND CEMENT COMPACTED AS PER ASTM D-4253 AND ASTM D-698.

E. SELECTED EARTH BACKFILL COMPACTED TO 90X STANDARD PROCTOR DENSITY (12" LIFT,
MECHANICAL COMPACTION). FOUNDATION PREPARATION (WELLPOINTS, GRAVEL OR CEMENT
STABILIZATION, OR APPROVED SUBSTITUTE) SHN.L BE REQUIRED WHEN TRENCH BOTTOM
IS UNSTABLE. BACKFILLING AT STRUCTURES SHALL BE PLACED IN UNIFORM LAYERS,
HGS‘TENED AS REQUIRED TCl APPROXIMATE OFHHUM MOISTURE CONTENT, AND

TY (USE RELATIVE DENSITY TEST
FERAS‘I'HD 425:!&ASTMB BSB) THE 'MIDCNNEADILMLAYERENJ.
NOT EXCEED 6". STRUCTURE BACKFILL MATERIAL SHALL BE SAND, APPROVED SITE
SOIL, OR OTHER APPROVED SUBSITUTE.

TRENCH BEDDING CIRCULAR PIPE (PRESSURE)
NOT TO SCALE

CITY OF ARANSAS PASS standards Manual

Sewer Trench Bedding Detail
600 w. Cleveland Bivd.

Aransas Pass, TX 78336 Standard Detail: SWR-5
Office: (361) 758-5301 Fax: (361) 758-4854 Date Modified: 6/25/15




PAVED SECTIONS UN—-PAVED SECTIONS
PROPOSED PAVING PROP. PAVING OR REPLACE ASPHALT

CONTRACTOR SHALL TRIM ASPHALT WMTH 3" MIN. HM.AC.
TO A NEAR STRAIGHT LINE

SELECT BACKFILL COMPACTED
ST ASCHALE i EERELEPIEEREEERE TO 95% STD. PROCTOR DENSITY (MIN.)
EXIST. BASE P USE RELATIVE DENSITY TEST PER

B ASTM-4253 & ASTM D-698

BASE 12" MINIMUM Tt {5k . m_ IDENTIFIER TAPE LINE
_: : ——="" LOCATER TYPE ON NON-
¥ D2 = METALLIC PIPE ONLY COLOR CODED
I f"

SAND OR SANDY Lom—/ : . =
COMPACTED TO 95% STD >

PROCTOR DENSITY (MIN.) -
USE RELATIVE DENSITY TEST PER : ' : NOTE:

ASTM—4253 & ASTM D—698. |_4'. MIN. TO BELL Y

Bd BE IN ACCORDANCE WITH
ASTM 2321.

A. SAND OR SANDY LOAM BEDDING PLACED BEFORE PIPE IS LAID UP TO FLOW LINE
OF PIPE. (MIN, THICKNESS=6")

B. SAND OR SANDY LOAM BACKFILL PLACED AFTER PIPE IS LAID FROM BOTTOM OF PIPE
TO SPRING LINE OF PIPE. (4™ LIFTS, HAND TAMPED) Bd TRENCH WIDTHS SHALL BE
PIPE 0.D. + 12" OR IN ACCORDANCE WITH ASTM 2331 FOR PVC PIPE.

C. SAND OR SANDY LOAM BACKFILL PLACED FROM SPRING LINE OF PIPE TO 6" ABOVE
TOP OF PIPE. (6" LIFTS, HAND TAMPED)

D-1. (CITY STREETS, PARKING AREA, SELECT EXCAVATED BACKFILL MATERIAL COMPACTED
TO 95% SPD. (8" LIFTS, MECHANICAL COMPACTION)

D-2. (STATE MAINTAINED ROADWAY) COMPACTED SAND/CEMENT STABILIZED BACKFILL WITH
7% PORTLAND CEMENT COMPACTED AS PER ASTM D-4253 AND ASTM D-698.

E. SELECTED EARTH BACKFILL COMPACTED TO 90X STANDARD PROCTOR DENSITY (12" UFT,
MECHANICAL COMPACTION). FOUNDATION PREPARATION (WELLPOINTS, GRAVEL OR CEMENT
STABILIZATION, OR APPROVED SUBSTITUTE) SHALL BE REQUIRED WHEN TRENCH BOTTOM
IS UNSTABLE. BACKFILLING AT STRUCTURES SHALL BE PLACED IN UNIFORM LAYERS,
MOISTENED AS REQUIRED TO APPROXIMATE OPTIMUM MOISTURE CONTENT, AND
COMPACTED TO 95% STANDARD PROCTOR DENSITY (USE RELATIVE DENSITY TEST
PER ASTM D-4253 & ASTM D-698). THE THICKNESS OF EACH LOOSE LAYER SHALL
NOT EXCEED 6". STRUCTURE BACKFILL MATERIAL SHALL BE SAND, APPROVED SITE
SOIL, OR OTHER APPROVED SUBSITUTE.

TRENCH BEDDING CIRCULAR PIPE (PRESSURE)

Standards Manual
Sewer Trench Bedding Detail

600 w. Cleveland Bivd.

Aransas Pass, TX 78336 Standard Detail: SWR-5-1
Office: (361) 758-5301 Fax: (361) 758-4854 Date Modified: 6/25/15




PAVED SECTIONS UN—-PAVED SECTIONS

PROP. PAVING OR REPLACE ASPHALT
PROPOSED PAVING WTH 3" MIN. HM.A.C.

CONTRACTOR SHALL
TRIM ASPHALT

TO A NEAR STRAIGHT LINE SR S \\\ SELECT BACKFILL COMPACTED
v TO 95% STD. PROCTOR DENSITY (MIN.
' N\ \

EXIST. ASPHALT USE RELATIVE DENSITY TEST PER
EXIST. BASE ASTM—-4253 & ASTM D-698

PROPOSED FLEXIBLE
BASE 12" MINIMUM ) _
o8 /B PIT RUN GRAVEL

6" MIN. N 3/4° MAX. SIZE

s -

Ros -

NOTE:

A 6" MIN.
: : |
" BEDDING FOR PVC SHALL
L4 mn. To BELL BE IN ACCORDANCE WITH
Bd ASTM 2321.

GRAVEL BEDDING PLACED BEFORE PIPE IS LAID UP TO FLOW OF PIPE
(MIN. THICKNESS = 6") — PIT RUN GRAVEL 3/4" MAX. SIZE.

GRAVEL PLACED AFTER PIPE IS LAID, FROM BOTTOM OF PIPE TO 4" ABOVE TOP
OF PIPE. PIT RUN GRAVEL 3/4" MAX. SIZE

TRENCH WIDTHS SHALL BE BELL O.D. + 12" OR IN ACCORDANCE WITH ASTM 2331

FOR PVC PIPE AND ASTM C12 (LATEST) FOR VITRIFIED CLAY PIPE. C-1 (CITY STREET,
PARKING AREA, DRIVEWAYS). SELECT EXCAVATED BACK FILL COMPACTED TO 95% STP.
PROCTOR IN 8" LIFTS, MECHANICAL COMPACTION. C-2 (STATE MAINTAINED ROADWAYS)
COMPACTED SAND/CEMENT STABILIZED BACKFILL WITH 7% PORTLAND CEMENT
COMPACTED AS PER ASTM D-4253 AND ASTM D-698.

SELECTED EARTH BACKFILL COMPACTED TO 90% STANDARD PROCTOR DENSITY (12° UFT,
MECHANICAL COMPACTION). FOUNDATION PREPARATION (WELLPOINTS, GRAVEL OR CEMENT
STABILIZATION, OR APPROVED SUBSTITUTE) SHALL BE REQUIRED WHEN TRENCH BOTTOM
IS UNSTABLE. BACKFILLING AT STRUCTURES SHALL BE PLACED IN UNIFORM LAYERS,
MOISTENED AS REQUIRED TO APPROXIMATE OPTIMUM MOISTURE CONTENT, AND
COMPACTED TO 95% STANDARD PROCTOR DENSITY (USE RELATIVE DENSITY TEST

PER ASTM D-4253 & ASTM D-698). THE THICKNESS OF EACH LOOSE LAYER SHALL
NOT EXCEED 6". STRUCTURE BACKFILL MATERIAL SHALL BE SAND, APPROVED SITE

SOIL, OR OTHER APPROVED SUBSITUTE.

TRENCH BEDDING CIRCULAR PIPE (SANITARY SEWER)

\gﬁaﬁm £

{f ClTY OF ARANSAS PASS Standards Manual

Sewer Trench Bedding Detail
600 w. Cleveland Bivd.

Aransas Pass, TX 78336 Standard Detail: SWR-5-2
Office: (361) 758-5301 Fax: (361) 758-4854 Date Modified: 6/25/15
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20’-0”

-]

PROPERTY LINE

MIN

|

|

|

|

|

|

|
18"41
|

|
|

RIGHT-OF-WAY

4
y 20" SIDEWALK

BACK OF CURB

10 CORNER
CLIP

NOTES:

1. 18” MIN. CURB AND GUTTER

2.2 MIN. SIDE SETBACK & 10' FRONT
SETBACK

3. LANDSCAPING REQUIREMENTS MUST
BE MET WITHIN PROPERTY LINE.

4. DETENTION REQUIREMENTS MUST BE
MET WITHIN THE PROPERTY.

BACK OF CURB

100 CORNER
CLIP

PROPERTY LINES

STALL LINES

90 DEGREE PARKING

NOT TO SCALE

CITY OF ARANSAS PASS

600 w. Cleveland Bivd.

Aransas Pass, TX 78336
Office: (361) 758-5301  Fax: (361) 758-4854

Standards Manual
90° Degree Parking

Standard Detail: PKG-1

Date Modified: 6/25/15




PROPERTY LINE

| 10’-0" MIN

¥

Y 5’-0” SIDEWALK

BACK OF CURB

[

10 CORNER
CLIP

NOTES:

1. 18” MIN. CURB AND GUTTER

2.2 MIN. SIDE SETBACK & 10’ FRONT
SETBACK

3. LANDSCAPING REQUIREMENTS MUST
BE MET WITHIN PROPERTY LINE.

4. DETENTION REQUIREMENTS MUST BE
MET WITHIN THE PROPERTY.

BACK OF CURB

10° CORNER
CLIP

PROPERTY LINES

STALL LINES

60 DEGREE PARKING

NOT TO SCALE

CITY OF ARANSAS PASS

600 w. Cleveland Bivd.

Aransas Pass, TX 78336
Office: (361) 758-5301  Fax: (361) 758-4854

Standards Manual
60° Degree Parking

Standard Detail:

PKG-2

Date Modified:

6/25/15




PROPERTY LINE

L

I10’-O” MIN

5-0” SIDEWALK

BACK OF CURB

-

100 CORNER
Cclip
NOTES:
1. 18” MIN. CURB AND GUTTER
2.2 MIN. SIDE SETBACK & 10’ FRONT
SETBACK
3. LANDSCAPING REQUIREMENTS MUST
BE MET WITHIN PROPERTY LINE.
4. DETENTION REQUIREMENTS MUST BE
MET WITHIN THE PROPERTY.

BACK OF CURB

10 CORNER
CLIP

PROPERTY LINES

STALL LINES

45 DEGREE PARKING

NOT TO SCALE

CITY OF ARANSAS PASS

600 w. Cleveland Bivd.

Aransas Pass, TX 78336
Office: (361) 758-5301  Fax: (361) 758-4854

Standards Manual
45° Degree Parking

Standard Detail:

PKG-3

Date Modified:

6/25/15




PAINTED 4" STRIP
(TYP.) WHITE
HANDICAP RAMPS

! : RE MAX. CROSS
PAINTED SAFETY RED SLOPES 1-50
HANDICAP—
SIGN

PAINTED HANDICAP
SYMBOL (WHITE)
AT EACH HANDICAP
PARKING SPACE

2

TYPICAL DETAIL FOR HANDICAP PARKING
NOTE: NOT TO SCALE

WHITE

BORDER \

WHITE
SYMBOY

BLUE BACKGRQOUND

CITY OF ARANSAS PASS standards Manual

Typical Detail For Handicap Parking

600 w. Cleveland Bivd.

Aransas Pass, TX 78336 Standard Detail: PKG-4
Office: (361) 758-5301 Fax: (361) 758-4854 Date Modified: 6/25/15




WHITE

BORDER \

7

WHITE
SYMBOL

BLUE BACKGROUND

TYPICAL HANDICAP SYMBOL DIMENSIONS

NOTE: NOT TO SCALE

f

T

CITY OF ARANSAS PASS standards Manual

Handicap Symbol Dimensions

600 w. Cleveland Bivd.

Aransas Pass, TX 78336 Standard Detail: PKG-5

Office: (361) 758-5301 Fax: (361) 758-4854 Date Modified: 6/25/15




ALL SIGN HARDWARE
TO BE GALVANIZED

BACKGROUND—WHITE

WHITE SYMBOL ON

BLUE BACKGROUND

PIPE POST- 2 LBS./FT. MIN.
PROVIDE 12" DIAMETER
CONCRETE PIER

BREAK—AWAY POSTS
(STEEL FIXED BOLLARD DETAIL)

HANDICAP PARKING SIGN INSTALLATION
NOTE: NOT TO SCALE

CITY OF ARANSAS PASS standards Manual

Handicap Parking Sign Installation
600 w. Cleveland Bivd.

Aransas Pass, TX 78336 Standard Detail: PKG-6
Office: (361) 758-5301 Fax: (361) 758-4854 Date Modified: 6/24/15




12° MIN, (wmv& 45 MIN 24!
30" MAX.(ZWAY) RECOMMENDED

25" MIN

MULTI-FAMILY OR COMMERCIAL

70’ MIN 12° MIN 25" MIN
30" MAX.

i
\
\@Jl"' ’ é / ’
5 i /457 = 34 457 R"O-Cj
| R5.0 \ \ 2.5 Hz.b—\y i ]

MULTI-FAMILY OR COMMERCIAL ANGLE

10" MIN. 5.5 10 BN,
20" MAX. MIN.MINL 20" MAX,

SINGLE AND TWO FAMILY RESIDENTIAL

NOTE: NOT TO SCALE

"% CITY OF ARANSAS PASS Standards Manual

Typical Driveway Reinforcement Detail
600 w. Cleveland Bivd. Single Family Driveways

«/\\ Aransas Pass, TX 78336 Standard Detail: DWY-1
¢ Office: (361) 758-5301  Fax: (361) 758-4854 Date Modified: 6/24/15
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5'-0"

BACK OF CURE

BACK OF AFRON

SLOPE OF APPROCH MAY BE VARIED

REMOVE PAVEMENT WITH THE APPROVAL OF INSPECTOR
TO ALLOW FOR FORMS ]

3/8" BARS @ 16" 0.C. OR
6x6 No.10 WIRE MESH

SELECT MATERIAL TO BE PLACED AND TAMPED
TO 895% OF THE MODIFIED PROCTOR OR AS

AFPROVED NY CITY ENGINEER OR HIS
REPRESENTATIVE

10" MINIMUM /20" MAXIMUM

4’ SIDEWALK
MINIMUM

y

4

TYPICAL 1/2" ASPHALT /,In'l

BOARD EXPANSICON
JOINT

=

2

DRIVE WIDTH PLUS 10 FEET

EXISTING CURE TC BE REMOWED

TO THE NEAREST EXPANSION JOINT OR
SAWED TO PROVIDE A CLEAN
STRAIGHT LINE.

EXISTING PEVAEMENT TO BE REMOVED

IN A& CLEAN STRAIGHT LINE TO MAKE

ROOM FOR FRONT APPROCH FORMS.

REPLACE PAVEMENT WITH SAME OR NOTE: NOT TO SCALE
BETTER MATERIAL.

CITY OF ARANSAS PASS

600 w. Cleveland Bivd.

Aransas Pass, TX 78336
Office: (361) 758-5301  Fax: (361) 758-4854

Standards Manual
Typical Driveway Reinforcement Detail
Single Family Driveways

Standard Detail: DWY-2
Date Modified: 6/24/15




5'-0"

BACK OF CURB BACK OF APRON

SLOPE OF APPROCH MAY BE VARIED

REMOVE PAVEMENT QTH THE AFPPROWAL OF INSPECTOR

TO ALLOW FOR FORMS ]

_\—?; - —T;_ jég
3/8" BARS @ 16" 0.C. OR %ﬁSELECT MATERIAL TO BE PLACED AND TAMPED
6x6 MNo.10 WIRE MESH TO 95% OF THE MODIFIED PROCTOR OR AS

AFPROVED NY CITY ENGINEER OR HIS
REPRESENTATIVE

A
10" MINIMUM /20" MAXIMUM 5’—01’

5" SIDEWALK

y

i

TYPICAL 1/2" ASPHALT /I?
BOARD EXPANSION
JOINT

10’ RADIUS OR CLIP

o

i

DRIVE WIDTH PLUS 10 FEET

EXISTING PEVAEMENT TO BE REMOWED

EXISTING CURB TO BE REMOVED TO MA
TO THE NEAREST EXPANSION JOINT OR 'RNOSMC'F‘EQMF%E?IGAHPTPF%&EH FOOFTM;E

SAWED TO PROVIDE A CLEAN REPLACE PAVEMENT WITH SAME OR NOTE: NOT TO SCALE
STRAIGHT LINE. BETTER MATERIAL. ’

CITY OF ARANSAS PASS _ Standards Manual

Typical Driveway Reinforcement Detail Multi-Family
600 w. Cleveland Blvd. & Commercial Drives

Aransas Pass, TX 78336 Standard Detail: DWY-3
Office: (361) 758-5301 Fax: (361) 758-4854 Date Modified: 6/24/15




ROADWAY

%" BARS 18" 0.C OR

6X6 No.6 WIRE MESH SELECT MATERIAL TO BE FLACED AND TAMPED TO

95% OF THE MODIFIED PROCTOR OR AS APPROVED
BY THE PUBLIC WORKS DIRECTOR.

INSTALL REINFROCED CONCRETE PIPE UNDER DRIVEWAY EXTENDING PIPE

6' BEYOND EDGE OF DRIVEWAY ON BOTH SIDES PIPE DIAMETER WILL BE
DETERMINED BY DITCH GEOMETRY AND BY THE PUBLIC WORKS DIRECTOR.

RADIUS”
5" RESIDENTIAL
10’-20' COMMERCIAIL__°

A
VARIES

CENTERLINE 5' SIDEWALK
Yor DITCH

y

RS 16" 0.C OR

ROADWAY

NOTE: NOT TO SCALE

CITY OF ARANSAS PASS - Standards Manual

Typical Driveway Reinforcement Detail Non-Curb & Gutter
600 w. Cleveland Blvd. Streets With Deep Ditch Crossing

Aransas Pass, TX 78336 Standard Detail:
Office: (361) 758-5301  Fax: (361) 758-4854 Date Modified:




DRIVEWAY TO CONFORM TO DITCH CROSS—-SECTION IF DEPTH
IS NOT PROHIBITIVE

ROADWAY IV Y o —
e DRIVEWA _j - —T
—_—— ._.——-1—|'r—"IT *
=il |—m|||—m‘”“_m|||—m|||ﬂ—; Ltj_lim—ﬁ%n%
\_
3/8" BARS @ 18" 0.C. OR SELECT MATERIAL TO BE PLACED AND TAMPED

6X6 No.& WIRE MESH TO 95% OF THE MODIFIED PROCTOR OR AS
APPROVED BY THE PUBLIC WORKS DIRECTOR

RADIUS:
5" RESIDENTIAL

10’ - 200 COMMERCIAL -
VARIES

OF DITCH
__("r _______ JRE—

3/8" BARS @ 16" 0.C. 6X6 No.6 WIRE MESH

0 | EENEEEEE

ROADWAY
NOTE: NOT TO SCALE

CITY OF ARANSAS PASS - Standards Manual

Typical Driveway Reinforcement Detail Non-Curb & Gutter
600 w. Cleveland Blvd. Streets With Shallow Ditch Crossing

Aransas Pass, TX 78336 Standard Detail:

Office: (361) 758-5301  Fax: (361) 758-4854 Date Modified:
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